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CARE & MAINTENANCE 

 

. 
 
 

GENERAL CARE 
Avoid direct sunlight on any component of your new kitchen.  If a new home, please ensure that window treatments, even if 
temporary, are in place immediately once your new cabinets have been installed. Caulking components are applied to tiling 
intersections with cabinets & benchtops in accordance with Standard Building Regulations.  These applications comply with 
regulations at the time of installation, and the client is advised that it should be replaced at regular intervals.  If you have timber 
floorboards, natural movement of this flooring may result in cabinet movement and a break in the caulking joint.  The client is 
advised that remedial action necessary to repair such a movement does not form part of the Trade warranty, and any costs 
incurred are at the clients expense. Avoid the use of kettles, frypans or crock-pots directly under overhead cupboards or over 
benchtop joins as heat and moisture may create damage. 
 
 
 
CARE FOR LAMINATE AND MELAMINE DOORS 
Due to the resistant and hygienic, dense surface, Laminate does not require any special form of care. The laminate surfaces consist 
of melamine resin impregnated decor paper and the surfaces are generally easy to clean. This also applies to textured surfaces. 
There is no need to use any care products. Furniture polishes and cleaning agents that contain wax should not be used as they tend 
to clog up the surface structure of laminates and to form a sticky layer that attracts dirt. Laminate surfaces should be cleaned 
regularly. When cleaning is necessary, mild agents should be used. Cleaning agents must not contain any abrasive components, as 
they may adversely affect the gloss level or scratch the surface. As many kinds of soiling can occur, from slight and fresh to heavy 
and obstinate, and a vast range of different substances may be involved, it is essential to use the correct cleaning procedure. 
Because there are so many different possibilities, please refer to the table (see pages 2 and 3). This table lists cleaning instructions 
and examples that clarify specific problems relating to various kinds of soiling. Obviously, the least harsh method should always be 
tried first when attempting to clean the surface. 
 
 
 

 Placing burning cigarettes on the laminate surface leads to surface damage.  
   Always use an ashtray.  

 
Laminate surfaces should not be used as a cutting surface as this can also leave cutting marks on highly resistant laminate 
surfaces. Always use a chopping board.  

 
Placing hot cooking utensils such as saucepans and frying pans directly from the hob or oven onto the laminate surface 
should be avoided, as, depending on the heat exposure, a change in the gloss appearance or damage to the surface can 
arise. Always use heat resistant mats.  

 
Spilled liquids should always be cleaned up immediately, especially in the areas around cut-outs and joints as prolonged 
exposure to some substances may cause a change in the gloss appearance of the laminate surface. 

 
 
 
 


